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Annual Requirement of Kits, Chemicals, Consumables and other items for Covid-19 Testing

S.n| Name of Items Specification Pack | Unit | GST% GST Total
Size | Rate Amount | Amount
1. | Autoclavable Biohazard Bags should be Autoclavable at 121°C, should be in 2
bag large size 14 kg thickness of polypropylene, printed with biohazard
warning symbol should fulfill Pollution control board
norms
2. | Autoclavable Biohazard Bags should be Autoclavable at 121°C, should be in 2
bag medium size 9.5 kg thickness of polypropylene, printed with biohazard
warning symbol should fulfill Pollution control board
norms
3. | Autoclavable Biohazard Bags should be Autoclavable at 121°C, should be in 2
bag small size 2.5 kg thickness of polypropylene, printed with biohazard
warning symbol should fulfill Pollution control board
norms
4. | Cryobox Capacity 100 places/for 100 tubes (2.5ml), polypropylene,
for storage of samples at -80°C/20°C hinges type
5. | Cryogenic vials 1.8 ml Sterile, internal thread, as per LATA-sclf standing RAW
MATERIAL Should be use FDA approved
6. Ethanol 99% Ethyl alcohol (Molccular Grade)
7. | Powder free Sterile 1SO 9001 certified & FDA approved, CE marked-EN455
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Nitrile Gloves, large
size 7.3

& AQL 1.5, Should provide high degree of puncture and
chemical resistance

ISO 9001 certified & FDA approved, CE marked-EN455

8. | Powder free Sterile
Nitrile Gloves, medium | & AQL 1.5, Should provide high degree of puncturc and
size 7 chemical resistance

9. | Powder free Sterile ISO 9001 certified & FDA approved, CE marked-EN455
Nitrile Gloves, small & AQL 1.5, Should provide high degree of puncture and
sizc 6 chemical resistance

10. | Powder free Sterile ISO 9001 certified & FDA approved, CE marked-EN455
Nitrile Gloves, small & AQL 1.5, Should provide high degree of puncture and
size 6.5 chemical resistance

11. | Filter barrier tips for Racked filter tip in box format, 0.5ul -10ul universal
0.5ul to 10ul auto Gradation, DNAase/RNAase free compatible with auto
pipettes pipette-Gamma sterile radiation procedure

12. | Filter barrier tips for 2ul Racked filter tip in box format, 2ul -20pl universal
to 20ul auto pipettes Gradation, DNAase/RNAase free compatible with auto

pipette-Gamma sterile radiation procedure

13. | Filter barrier tips for Racked filter tip in box format,20pul -200p1 universal
20ul to 200p1 auto Gradation, DNAase/RNAase free compatible with auto
pipettes pipette-Gamma sterile radiation procedure

14. | Filter barrier tips for Racked filter tip in box format, 1001 -1000p1 universal
100ul to 1000ul auto Graduation, DNAase/RNAase free compatible with auto
pipettes pipette-Gamma sterile radiation procedure

15. | Micro centrifuge tube Polypropylenc tubes, resistance to chemicals, mechanical
1.5 ml stress and temperature extremes, and autoclavablc,

DNAase/RNAase / Endotoxin free with stands upto
20000G force. With low retantion property
16. | Micro centrifuge tube 2 | Polypropylene tubes, resistance to chemicals, mechanical

ml (Eppendorf tube)

stress and temperature extremes, and autoclavable,
DNAasc/RNAase / Endotoxin free with stands upto
20000G force. With low retantion property
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Nucleasc free water

RT-PCR grade water, specifically purified, double-
distilled deionized and autoclaved, The water does not
contain detectable amounts of nucleic acid. It is routinely
tested in PCR with conventional thermal cycler
instrument. The water is specially tested and qualificd for
use in all PCR or RT-PCR

Length (25 mt.) X width (approx. 3-4 inch) X thickness

18. | Tissue paper roll (Lint
Free) (2ply)

19. | Adhesive PCR plate Adhesive PCR plate seals should be strong PET/acrylic
scals for 96 well adhesive film that prevents evaporation during PCR
microtiter PCR plate cycling and its transparcncy allow for through sample

inspection. There should not be any residue left on the
plate after its removal.

20. [ 0.2 ml PCR tube It should be autoclavable and compatible for Rotor Gene
Q PCR machine for PCR amplification cycle.

21. | Centrifuge tube (50 ml) | 30ml, sterile, certified nonpyrogenic and Dnase-/RNase-
free, disposable conical bottom polypropylenc (PP) tubes
with seal caps. The tubes should have printed graduations
and a large white marking spots

22. | Centrifuge tube (15 ml) | 15ml, Sterile, certificd nonpyrogenic and Dnase-/RNase-
free, disposable conical bottom polypropylene (PP) tubes
with scal caps. The tubes should have printed graduations
and a large white marking spots

23. | Termocol box (1feet x 1 | These should be suitable for transformation of samples
feet x 1fcet) and other laboratory materials and of 01 fect x 01 feet x 1

feet size.

24. | Eppendorf tube stand These rack should be suitable for keeping cryovials,
(1.5- 2ml), (capacity 96 | microcentrifuge, it should be of good quality, resistance to
wells) chemicals, mechanicals stress and temperature extremes.

25. | Multi tube rack stand These rack should be suitable for keeping VTM vials and

15ml VTM vials
(Capacity 24/48 wells)

it should be of good quality, resistance to chemicals,
mechanicals stress and temperature extremes.
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